
INTERAGENCY UAS OPERATIONS



Objective
INTRODUCE UAS TYPING AND CALL
SIGNS

DISCUSS INTEGRATION OF UAS
INTO FIRE OPERATIONS AND THE
FTA.
DISCUSS UAS UTILIZATION
LESSONS LEARNED



Operational Safety

STANDARDIZED PROCEDURES



UAS Typing

CONTRACT - TYPICALLY TYPE 1 OR 2
AGENCY OWNED - TYPICALLY TYPE 3 OR 4

CHECK OUT THE FEDERALLY APPROVED SYSTEMS ON THE INTERAGENCY FIRE UAS WEBSITE

https://sites.google.com/a/firenet.gov/interagency-fire-uas/systems




Type 1 and 2 UAS

• CONTRACTOR OWNED
• COMS ON FM AND AM
• LARGE SCALE MAPPING/RECON
• TYPICALLY TRANSPORTED IN VANS
• REQUIRES UASM AND UASD
• EQUIPPED WITH MODE C

TRANSPONDER
• STATIONARY LAUNCH LOCATION

(LRZ)
• EMERGENCY PROCEDURES





Type 3 and 4 UAS
• AGENCY OWNED
• COMS ON FM/AG
• SMALL SCALE MAPPING/RECON
• AERIAL IGNITION (PSD)
• VARIABLE LAUNCH LOCATIONS
• EASILY TRANSPORTED
• UASP REQUIRED
• NOT EQUIPPED WITH MODE C

TRANSPONDER OR ADS-B
• EMERGENCY PROCEDURES



SYSTEMS - Agency Owned

• 3DR SOLO
• FIREFLY 6 PRO
• MATRICE 600 

PRO
• MAVIC PRO
• ANAFI
• ANAFI THERMAL

Firefly6Pro

3DR Solo

Matrice 600 Pro

Anafi

Mavic Pro



Aerial Ignition Equipment

DJI M600 WITH PSD PAYLOAD ZENMUSE XT2 CAMERA

Ignis 2 Intro Ignis 2 Overview

https://www.youtube.com/watch%3Fv=t1wPHoj5cQg&t=3s
https://www.youtube.com/watch%3Fv=7zLUFc2QoyE&t=11s


QUESTIONS?


